Wanddurchfiihrungen aus Rotguss oder Bronze
Wall bushes made of gun metal or bronze

fiir Fliesen- und Folienbecken

for tile and liner pools

3022050

EE 3022050

3022051

H

G21.G.xGI'2 1.G., Lange 100 mm

G2 internal x G1'/> internal, length
100 mm

m 3000050

EE 3000051

E=

G21.G. x G2 I.G., Lange 200 mm

G2 internal x G2 internal, length
200 mm

EE 3001050

(¥ 3001051
E=

G2 1.G. x G2 I.G., Lange 240 mm

G2 internal x G2 internal, length
240 mmm

fiir Fliesenbecken
for tile pools

3050050

i 3051050
3051051
H

G2 1.G. xG2 A.G., Lange 100 mm
G2 internal‘’x G2 external, length
100 mm

EE 3050050
3050051

G2 durchgehend, Lange 100 mm
G2 internal complete, length 100 mm

3021050

EE 3021050

3021051

e

G2 1.G.xGI2 1.G., Lange 240 mm
G2 internal x G1'/> internal, length
240 mm

EE 3010050

m 3010051

H
G2 1.G. x G2 I.G., Lange 300 mm
G2 internal x G2 internal, length
300 mm

EE 3011050

EE 730|IOSl
H
G21.G.xG2 A.G., Lange 300 mm

G2 internal x G2sexternal, length
300 mm

3040050

EE 3040050
EE 3040051

G142 1.G.xGI1'41.G., Linge 240 mm
G1'/ internal x G1'/> internal, length
240 mm

EE 3041050

m 3041051

e
G4 1.G. xGl'4 1.G., Lange 300 mm
G1'/» internal x G1'/> internal, length

3031050

EE 3031050

EE 3031051

H

G2 1.G. xG1'41.G., Lange 340 mm

G2 internal x G 1'% internal, length
340 mm

3880050

EE 3880050
EE 3880051

H

G2 1.G. x G2 I.G., Lange 300 mm, 90°
G2 internal x G2 internal, length
300 mm, 90°

AllFitN

Wanddurchfiihrungen

werden biindig in das Mauer-
werk oder in die Schalung
eingesetzt und verbinden die
Innenseite mit der AuBenseite
der Schwimmbeckenwand.

Durch die Wanddurchfiihrung
wird im laufenden Betrieb das
gefilterte Wasser von der Fil-
teranlage iiber Einlaufdisen in
das Schwimmbecken geleitet.
Anordnung und Anzahl tra-
gen wesentlich zu einer guten
Beckenhydraulik bei.

Wall bushes

are applied flush into the
brickwork or the formwork and
connect the interior with the
exterior of the pool wall.

In the ongoing operation, the
filtered water is directed through
the wall bushes from the filter
system via inlet nozzles into
the pool. Configuration and
number essentially contribute
to good pool hydraulics.

3890050

EE 3890050
3890051

H

G2 A.G.x G2 1.G., Lange 300 mm, 45°

G2 external x G2 internal, length
300 mm, 45°

Alle Wanddurchfiihrungen konnen an der Schalung befestigt werden.

300 mm All wall bushes can be fixed on the shuttering.
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